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Trip Generation 

 

The  trip  generation  estimates  for  the  proposed  development  are  provided  for  the weekday 

morning and weekday evening periods, which correspond to the critical analysis periods for the 

proposed  uses  and  adjacent  street  traffic  flow.    New  traffic  generated  by  the  project  was 

estimated using trip rates published in ITE’s Trip Generation3 for the best‐fit Land Use Code for 

the proposed use (LUC) 230 Residential Condominium/Townhouse.  Table 5 presents the trip‐

generation estimate for the proposed development based on ITE methodology. 

 

TABLE 5 

TRIP‐GENERATION SUMMARY1 

 

Peak Hour/Direction 

Site Trips 

(Residential Condo/Townhouse)2 

 

Weekday Morning Peak Hour: 

  Entering 

  Exiting 

  Total 

 

 

3 

13 

16 
 

Weekday Evening Peak Hour: 

  Entering 

  Exiting 

  Total 

 

 

13 

6 

19 
 

Weekday Daily (24 hours) 
 

210 
1Source:  ITE Trip Generation, Ninth Edition; 2012. 
2ITE LUC 230 – Residential Condominium/ Townhouse applied to 36 units. 

 

As summarized in Table 5, the development is estimated to generate approximately 16 vehicle 

trips  (3 entering and 13 exiting) during  the weekday morning peak hour and 19 vehicle  trips 

(13 entering  and  6  exiting)  during  the weekday  evening  peak  hour.    On  a  daily  basis,  the 

development  is  estimated  to  generate  approximately  210  vehicle  trips  on  a  weekday  with 

50 percent entering and exiting.  Trip generation calculations are provided in the Attachments. 

 

                                                 
3Ibid 














